
Valves 

Brass Sill Cocks 

FROST FREE SILL COCK 
 Heavy Brass Construction 
 Notched For Stable Installation 
 Satin Nickel Plated Finish 
 M.H.T. Outlet 

Part#     size 
250545     4”  
250546     6”  
250547     8”  
250548     10” 
250549     12” 

1/2” M.I.P. or 1/2” CxC Inlet 

3/4” M.I.P. or 1/2” F.I.P. Inlet 

Part#     size 
250550     4”  
250551     6”  
250552     8”  
250553     10” 

FROST FREE SILL COCK W/VACUUM BREAKER 
 Heavy Brass Construction 
 Notched For Stable Installation 
 Satin Nickel Plated Finish 
 Anti-siphon Frost Free w/Vacuum Break-

er 
 UPC Listed 

1/2” M.I.P. or 1/2” CxC Inlet 

Part#     size 
250555     6”  
250556     10”  
250557     12” 
250558     14” 

Brass Valves 

SILL COCK 
 Rough Brass Finish 
 M.H.T. Outlet 

Part#     size 
250560     1/2”  F.I.P. 
250561     3/4”  F.I.P. 
250562     1/2”  CxC 

BOILER DRAIN 
 Rough Brass Finish 
 M.H.T. Outlet 

Part#     size 
250565     1/2”  M.I.P. 
250566     3/4”  M.I.P. 
250567     1/2”  F.I.P. 
250569     3/4”  F.I.P. 

Brass Valves 

BOILER DRAIN W/STUFFING BOX 
 Rough Brass Finish 
 M.H.T. Outlet 
 Brass w/Stuffing Box 

Part#     size 
250570     1/2”  M.I.P. 
250571     3/4”  M.I.P. 
250572     1/2”  F.I.P. 
250573     3/4”  F.I.P. 

WATER HEATER DRAIN VALVE 
 Brass 
 2-1/4” Long Shank 
 M.H.T. Outlet 

Part#     size 
250575     3/4”  M.I.P. 

WATER HEATER DRAIN VALVE 
 Nylon 
 2-1/4” Long Shank 
 M.H.T. Outlet 

Part#     size 
250580     3/4”  M.I.P. 

HOSE BIBB ANTI-SIPHON VACUUM 
BREAKER 
 Break Off Screw For Permanent Installation 
 125 PSI / Temp. Rating 180°F 
 Self-draining 

Part#     description 
250581     rough brass 
250582     chrome plated 

WASHING MACHINE VALVE -              
COMPRESSION 
 Cast Brass Body 
 T Handle 
 M.H.T. Outlet 
 Satin Chrome Finish 

Part#     size 
250585     5/8” O.D. (1/2” Nom.) 

250586     1/2” F.I.P. 

WASHING MACHINE VALVE 
 Bronze Body 
 EZ Close Single Control 
 2-3/8” Centers 

Part#     size 
250588     1/2” I.P.S. or CxC 


