
Appliance/Disposers 
Commercial Disposers 

SALVAJOR DISPOSER 
 Water Cooled Motor 
 Uniform Housing Molded Of Corrosion-resistant Alumi-

num 356 Alloy 
 Short Housing Allows 3/4 to 7-1/2 hp To Fit Under 14” 

Sink 
 Adaptor Kits Available For Major Brand Disposer To     

Salvajor Disposer Replacement 
*  Choose From Cone (-CA) or Sink (-SA) Assembly 

Part#      description 
13675     3/4 hp 
13601      1 hp 
13615      1-1/2 hp 
13602      2 hp 
13603      3 hp 
13605      5 hp 
13607      7-1/2 hp 

PLEASE SPECIFY: 
 Assembly Option: Cone (-CA) OR Sink (-SA) 
 Size: Cone - 12”, 15” or 18” 
 or 
 Sink Collar: 3-1/2” or 6-1/2” 
 Voltage: 
    3/4 hp to 2 hp:  Phase 1 - 115V, 208V or 230V 
       or 
       Phase 3 - 208V, 230V or 460V 
    3hp to 7-1/2hp: Phase 3 - 208V, 230V or 460V 
 Control Panel: see Salvajor Disposer Control Panels in 

  “Disposer Accessories” Section To Follow 


